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ISTICS AT MACH NUMBERS Up To 0.92 OF A WINGFUSELAGE- 

TAILCCMBINATIONHAVINGA &O" %EPTBACKWIN~WITH 
NA!ZA6&ATHICKNESS DISIRIBUTION 

By Jerald K. Dickson and Fred B. Sutton 

SUMMARY 

A wind-tunnel investigation has been conducted to determine the 
effects of various wing-fence arrangements upon the longitudinal character- 
istics of a wing-fuselage and wing-fuselage-tail combination having a wing 
with tie of sweepback, an aspect ratio of 7.0, and NACA 64A thictiesa dis- 
tribution. The tests were made through an angle-of-attack range at a Mach 
number of 0.25 and a Reynolds number of 8 million, and at Mach numbers 
varying from 0.25 to 0.92 at a Reynolds number of 2 million. .- 

The addition of multiple wing fences to the wing-fuselage and wing- 
fuselage-tail coddnation eliminated large changes in longitudinal sta- 
bility to lift coefficients in excess of 1.0 at a Mach llumber of 0.25 and 
a Reynolds number of 8 million, an improvement of as much as 50 percent 
over the values with the fences off. At high subcritical and supercriti- 
cal speeds, these large changes in stability occurred at lift coefficients 
next? 0.60 without fences and at lift coefficients between 0.70 and 0.80 
with fences. The addition of fences increased the drag moderately at low 
lift coefficients, but usually reduced the drag and increased the lift- 
drag ratios at-the higher lift coefficients. The Mach numbers for drag 
dfvergence were increased slightly by the addition of fences; however, 
the corresponding drag coefficients were higher than those corresponding 
to the divergence Mach numbers without fences. 

The fences had only small effect on the contribution of the horizon- 
tal tail to the longitudinal stability at low speed and high Reynolds 
number, and at moderate.lift coefficients and high speeds. The all-movable 
tail had nearly constant control effectiveness throughout the lift range 
at most Mach nmbers, and its effectiveness as a long-ltudinal control at 
an angle of attauk of 4' w&a usually fncreased moderately by increasing 

1 _ . 
Mach number. 
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INTRODUCTION . 

The longitudinal characteristics of wings suitable for long-range 
airplanes capable of high subsonic speeds have been the subject of an 
investigatfon in the Ames 12-foot pressure wind tunnel. Two twisted and 
cambered wings of relatively high aspect ratio, one hating NACA four-digit 
and the other having NACA 6&A thiclmess distribution, have been investi- 
gated at 40°, 45’, and 50' of sweepback. These results are presented in 
reference 1. All of these wings experienced a severe decrease in longi- 
tudinal stability at moderate lift coefficients due to the onset of stall- 
ing over the outer portfons of the span. The results in reference 2 show 
that the stability characteristics of the tinge having NACA four-digit 
thickness distribution could be improved consfderably by the use of chord- 
wfse fences. 

The present phase of the fnveatigation was directed toward the devel- 
opment of wing fences which would improve the longitudinal stability 
characteristics of the wing with NACA 6&A thickness distrfbution. The 
wing was tested at 40° of sweepback with a fuselage snd various fence 
arrangements. The fences were systematically varied in spanwise position, 
number, and chordwise extent to establish the fence configuration vhich 3 
afforded the greatest improvement ti stability. The results obtained tith 
the best of these fences are compared with the results of the investiga- 
tion reported in reference 2. The xlng-fuselage combination with and with- ".- 
out the most satisfactory fences was also tested with an all-movable hori- 
zontal tail at two sngles.of ticidence to determtie the effect of the wing 
fences on the tail contribution to stability and the control effectiveness' 
of the tail. 

NOTATION 

A b* aspect ratio, 2~ 

a mesn-Une designation, fraction of chord over which design load 
is uniform 

at lift-curve slope of the isolated horizontal tail, per deg 

aw+f lift-curve slope of the wing-fuselage combination, per deg 

aw+f+t lift-curve slope of the wing-fuselage-tail combination, per deg 

b 
2 

wing semispan perpendicular to the plane of symmetry 

CD drag coefficient, GEE 
@ 
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Uft coefficient, y 

Inflection 11ft coefficient, lowest posftive lift coefficient at 
which 3 L= 

0 

pitching-mcxuent coefficient about the quarter point of the wfag 
mean aerodynamic chord, pitching moment 

@a 
local chord parallel-to the plane of symmetry 

local chord perpendicular to the wing sweep axis 

mean aerodynemic chord, 
lob'2C* 

b/n 
L c dy 

section design lift coefficient 

ticidence of the horizontal tail with respect to the wing root 
chord 

lift-drag ratio 

tail length, longitudinal tistance between the qmter points of 
the mean aerodynamic chords of the Wang and the horizontal tail 

free-seeem Mach number 

free-stream dynamic pressure 

Reynolds number baaed on the wfn@; mean aerodynamic chord 

area of eemispan wing 

area of semiepan horizontal tail 

maximum thickness of section 

St% horizontal-tail volume, - 
SE 

lateral distance from the plane of symmetry 

angle of attack, measured with respect to a reference plane through 
the leading edge and root chord of the wing 

angle of attack of the isolated horizontal tail 
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E effective average downwash angle 

A taper ratio, ratio of wing tip chord to the wing root chord 

cp angle of twist, the angle between the local wing chord and the 
reference plane through the leading edge and the root chord of 
the wing (positive for washin and measured in planes parallel 
to the plane of symmetry) 

rl fraction of wing semispen, J- 
b/2 

tail efficiency factor (ratio of the lift-curve slope of the 
horizontal tail when mounted on the fuselage in the flow field 
of the tin@; to the lift-curve slope of the fsolated horizontal 
tail) 

Subscripts 

f 

t 

W 

fuselage 

horizontal tail 

wing 

MODEL 

The wing-fuselage and wing-fuselage-tail combinations I 
employed the twisted and cambered, variable-sweepback King of reference I 
which had NACA 64A thickness distribution. Th2s distribution of thick- 
ness was combined with an a = 0.8 modified mean line havfng an ideal 
lift coefficient of 0.4 to form the sections perpendicular to the quarter- 
chord line of the unswept wing panel. The thiCkm?SS-Chord ratio6 of these 
sections varied from 14 percent at the root to ll percent at the tip. 

Is 
c 

I 

__: z 
. 

-- 

The wing wa6 constructed of solid steel and the surfaces were poliehed 
smooth. For this Investigation,- the angle of sweepback of the wing wae 
40' and the aspect ratio was 7.0. Twist was introduced by rotating the 
streamwise sections of the wing at 40' of sweepback about the leading edge 
while maintaining the projected plan form. The variations of twist and 
thickness ratio along the semispsn are shown in figure l(b). 

The fuselage employed for these teats consisted of a cylindrical mid- 
section with simple fairzings fore and aft. CoordZnates of the fuselage 
are listed in table I. The fuselage had a fineness ratio of 12.6 and was 

b 
- 

.+- w- 
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located, with respect to the wing, so that the upper surface of the ting 
was nearly tangent to the top of the fuselage at the plane of symmetry. 
The angle of incidence of the wing root with respect to the fuselage center 
line was 3O. The fuselage was constructed of aluminum bolted to a heavy 
steel structural Member. 

The model was tested with several combinations of streamwise fences 
on the upper surface of.the w%q. The fences were varied in spanwise 
position, number, and chordtise extent. The forwsrd portions of the fences 
which extended from the lower surface sround the leading edge of the wing 
to 0.10 chord and the rear portion of the fences which extended from 0.75 
chord to the trailing edge of the ting could be removed to effect the 
changes in the chordwise-extent of the fencea. -Details of the fences are 
shown in figure 2. 

3 

I 

The all-Movable horizontal tail had 811 aspect ratio of 3.0, a taper 
ratio of 0.5, and 40° of sweepback. The axis about which the ticidence 
of the horizontal tail was vsried was at 53.4 percent of the tail root 
chord. This hinge axie was at the intersection of the fuselage center 
line and the plane of the wing root chord (see fig. l(a)). Tail volume 
was 0.497. The tail was constructed of solid steel and the surfaces were 
polished Smooth. 

Figure.3 is a photogrqh of the model mounted in the wind tunnel. 
The turntable upon which the model was mounted is directly connected to the 
balance system. . 

'CORRECTIONS TO DATA 

The data have been corrected for constriction effects due to the 
presence of the tunnel walls by the method of reference 3, for tunnel-wall 
interference origfnating from lift on the model by the Method of reference 
4, and for drag tares caused by aerodynamic forces on the turntable upon 
which the Model was Mounted. 

The corrections to dynamic pressure, Mach number, angle of attack, 
drag coefficient, and to pitching-moment coefficient were the ssme as 
those used for reference 2 and sre listed in table II. 

RESULTS AND DISCUSSION 

Tests were conducted to determine the best fence arrangement, the 
longitudinal characteristics of the wing-fuselage combination with the 
best fences, and the long%tudinal chasacteristlcs of the wing-fuselage-tail 
combination tith the best fences. The results of these tests are shown 
in figures 4 through 7, 8 through 15, and 16 through 24, respectively. 
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Wing-Fuselage Combination 

NACA RM A55C30a 

. 
Selection of fences.- The tests to determine the most satiefactory 

fences were conducted with the tail off. The design and location of the 
- fences were based on the flow studies shown in reference 1 and the results 

of the fence investigation reported in reference 2. 

Figures 4 through 7 show, for a Mach number of 0.417, the effects of - 
varying the number of fences, the spanwise location of the fences, and the 
chordwise extent of the fences on the longitudinal chsracteristics. The 
addition of fences had only small effect on the lfft coefficient at which 
large changes in longitudinal stability occurred; however, the fences 
decreased the severity of these changes. The lsrgest improvement in sta- 
bility was obtained with full-chord fences at 33, 50, 70, and 85 percent . 
of the semispan. Fences extending from 0.10 chord to the trailing edge 
at the ssme semispsn locations provided almost the same improvements in 
stability with slightly leas drag at the lower lift coefficients (fig. 7). 
These fences are referred ta hereinafter as the psrtial-chord fences. 

The wing-fuselage combination was tested with and without the complete- 
and partial-chord fences at 33, 50, 70, and 85 percent of the aemispsn at . 
a Mach number of 0.25 and a Reynolds number of 8 million and at Mach num-' 
bers from 0.25 to 0.92 at a Reynolds number of 2 million. The results of 
these tests are shown in figures 8 through 11. The addition of fences 
usually increased the lift-curve slopes and reduced the drag at the higher 
lift coefficients; however, at the lower lift coefficients, the fenc.ea 
increased the drag moderately. These effects of fences on drag are best 
shown in figure 12 which compares the lift-drag ratios of the wing-fuselage 
combination with and'without fences at several Mach numbers. The effects - 'p 
of the fences on the pitching-moment characteristics of the wing-fuselage -_ L 
combination were large. At a Mach number of 0.25 end a Reynolds number 
of 8 million, the lift coefficient at which lsrge change8 in stability 
occurred was increased by the fences to values as great as 1.15. At a 
Reynolds number of 2 million and at Mach numbera less than 4.83, the addi- 
tion of fences did not increase the lift coefficient at which large changes 
in stability occurred; however, the fences greatly reduced the msgnitude 
of these changes, At hfgher Mach numbers, the fences were very effective 
in delaying changes in stability to higher lift coefficients. This effect 
of fences increased with Mach number at supercritical speeds. 

Effects of Mach number.- The effects of Mach number on the lift and 
pitching-m0Men-bCLIJ?Ve slopes at a lift coefficient of 0.40 and on the drag 
characteristics are shown in figures 13 and 14. The lift and stability 
characteristics (fig. 13) of the combination with fences were less affected 
by increasing Mach number than those of the combination without fences. 
In particular, the lsrge decreases ti lift-curve slope snd stability inti- 
cated for the combination at supercritical speeds were eliminated or 
delayed by the addition of fences. 

a 

I 
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# The Mach numbers for drag divergence of the combination (defined as 
. * dCD/dM = 0.10) were slightly higher for the combination with fences than 

for the combination without fences (fig. 14); however, the drag coef- 
ficients of the combinations tith fences were usually higher than those 

.I - corresponding to the divergence Mach numbers of the combination without 
fences. These values are presented for both the full- and partial-chord 
fences in the following table: 

. 

M for drag divergence CDdiWS=E-e 
7 

CL Fences Full-chord Partial-chord Fences Nl-chord Partial-chord 
off fences fences off fences fences 

0.20 0.905 0.900 0-W O.OlgC 0.0210 0.0200 
.40 .840 360 -855 a0235 .0265 -0250 
-50 .820 9835 0835 .02fs5 -0305 -0295 
.60 .8r5 .820 .820 *0330 .0380 -0365 t 

Effects of Reynolds number.- The effect of increasing Reynolds number 
from 2 million to 8 million on the longitudinal characteristics of the 
wing-fuselage combination was large at a Mach number of 0.25. This 
increase in Reynolds number about doubled the lift coefficient at which 
Large changes in stability first appesred for the Model without fences 
mgs. 8 and lo). At a Reynolds number of 2 million, the fences were 
ineffectual in delaying large changes in stability to higher lift coef- 
ficients, but at a Reynolds number of 8 million, the fences increased 
this lift coefficient from about 0.80 to values in excess of 1.0. The 

I lift-drag ratios (see fig. 12) of the cmbination at high lift coefficients . 
. were considerably lower at a Reynolds number of 2 million than at a 

* : Reynolds number of 8 million. 

It is possible that the test results at Mach numbers greater than 
0.25 may have been affected by the comparatively low Reynolds number 
(2 million) at which they were obtained. Caution should be exercised in 
applying these results to the prediction of the characteristics of a 
full-scale airplane. 

Effects of section.- Figure 15 compares the longitudinal character- 
istics of the wing-fuselage combination of reference 2 (four-digit thick- 
ness distribution) with those of the subject model. The combinations 
were identical except for wing thicmess distribution. The comparisons 
sre shown for the combinations with and tithout partial-chord fences (0.10~ 
to the trailing edge) at 33, 50, 70, and 85 percent of the semispan. At 
a lift coefficient of O.&O and at Mach numbers greater than about 0.55, 
the 64A combination tith fences had greater stability than the four-digit 
combination tith fences. Also, at a lift coefficient of 0.4-0, the 64A 
combination with fences had less drag at subcritical speeds than the four- 
digit combination tith fences, but at supercritical speeds the four-digit 
combination with fences had the least drag. The Mach numbers and drag 
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coefficients for drag divergence for both combfnations with and without 
fences sre shown for a lift coefficientof 0.40 in the following table: 

Wing 

64~ 
Four-digit 

M for drag divergence CD 
I divergence I 
I 

- 

Fences I Fences IFences(Fences 
off off 

0.840 0.0235 O.&o 
.860 -0235 .0258 

Wing-Fuselage-T&l CoMb%natFon 

Effects of wing fences.- The wing-fuselage-tail combination was 
tested with and without the best errangement of full-chord fences. The 
results are presented in figures 16 and 17 and are summarized in figures 
18 through 21. For the conditions of low speed and high Reynolds number 
and of high speeds and moderate-lift coeffklents, the fences did not * 
signiffcantlg affect the tail contribution to stability (fig. 18); but, 
as was the case with the wing-body combination, did increase the lift coef- a 
ficients at which large changes in longitudIna1 stability first occurred. 
The fences did not prevent sizable decreases in longitudinal stability at 
Mach numbers of 0.60 and 0.70; however, It fs thought that this might be . 
an effect of the low Reynolds number (2 mfllion) at which these data were -. 
obtained. Figure 19 compares the variation of inflection lift coefficient 
with Mach number for the subject wing-fuselage-tail combination (64A 
thichess distribution) and the wing-fuselage-tail combination of refer- 
ence 2 which employed a wtng with four-digit thickness distribution. (Aa 
used herein, inflection lift coefficient is arbitrarily defined as the 
lowest positive lift coefficient at whfch (dCm/aCL> = 0.) The four-digit 
combination apparently had the higher inflection lift coefficients at 
Mach numbers below 0.86, but the 64A combination hsd the higher inflection 
lift coefficients at Mach numbers greater than 0.86, 

Effects of Mach.number,- Figures 20 and 21 show the variations with 
Mach number of the slopes of the lift snd pitching-moment curves and the 
drag coefficfents of the wing-fuselage-tail combination. The effects of 
Mach number on these-parameters were generally similar to those indicated 
for the tail-off confIguration. The slopes of the lift and pitching-moment 
curves of the combtiation with fences appesred to be less affected by 
increasing Mach number than the slopee of the combination without fences, 
and the fences did not significantly affect the Mach numbers for drag 
divergence. 

l 

Longitudinal chsracteristics of the wing-fuselage-tail combination.- 
The combination was tested with a horizontal tail at two angles of 
incidence to determine the effect of-the tail on the longitudinal 
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characterfstfcs and the effectiveness of the tail as a longitudinal con- 
trol. The results of these tests without and tith Wang fences are shown 
by the lift, drag, snd pitching-mcment-data in figures 16 .and l.7. These 
data show that at most Mach numbers the addition of the-tail had only 
small effect on the lift and drag of the combination with or without 
fences. The lfft coefficfents at which large changes in longitudinal 
stability first occurred were usually higher with the tail than without it. 

The factors which determine the tail contributfon to the stability 
are shown In figure 22 as a functfon of angle of attack for several test 
conditions. The method used to calculate the effective downwash angle E, 
the tail efficiency factor qt.&q), and the ratio of the lift-curve slope 
for the isolated tail to the lift-curve slope of the wing-fuselage combf- 
nation q./++t was the ssme as that used in reference 2. The results 
of these calculations show that the higher inflection lift coefficients 
attained with the tail on were mostly due to an increase ti the factor 
at/aw+t with fncreasing lift coefficient In a msnner which offset the 
reduction in stability of the wing-fuselage combination at high lift. 
This was true at most Mach numbers. At the higher lift coefficients, the 
rate of change of downwash with angle of attack and the tail efficfency 
factors were usually higher for the combination tithout fences than for 
the combination with fences. Figure 23 shows the variation tith Mach num- 
ber of the tail-control effectiveness parameter G/&t. This psrameter 
generally increased moderately tith increasing Mach number and was slightly 
larger for the combination without fences than for the combination tith 
fences. Figure 24 shows that the variations with Mach number of the fac- 
tors affecting the stability contrfbution of the horizontal tail were 
small. 

A wind-tunnel investigation has been made of a wing-fuselage and a 
wing-fuselage-tail combination having a wing sweptback 40° with sn aspect 
ratio of 7.0 and NACA 6&A thickness distribution. The follarfng conclu- 
sions were Indfcated: 

1. The addition of multiple ting fences to the wing-fuselage and 
ting-fuselage-tail combtiations eliminated large changes in longftudinal 
stability up to lift coefficients in excess of 1.0 at a Mach number of 
0.25 and a Reynolds number of 8 million, an improvement of as much as 50 
percent over the values tith the fences off. At high subcritical and 
supercritical speeds, large changes in stability occurred at lift coef- 
ficients near 0.60 for the wing-fuselage-tail combination without fences. 
Fences delayed these chsngee to lift coefficients between 0.70 and 0.80. 

2. Adding fences 
combination moderately 
drag and increased the 

to the wings increased the drag of the wing-fuselage 
at low lift coefffcients, but usually reduced the 
Hft-drag ratios at the hi&er lift coeffFcients. 
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30 The Mach numbers for drag divergence of the combination were 
Increased slightly by the addition of fences; however, the corresponding 
drag coefficients were higher that-i those corresponding to the divergence 
Mach numbers of the combination without fences. 

T- 

b 

4. The fences had little effect on the tail contribution to sta- 
bility at low speed and high Reynolds number and at moderate lift coef- 
ficients at high speeds. 

-- 

5* The all-movable horizontal tail had nearly constant control 
effectiveness throughout the lift range at most Mach numbers and its 
effectiveness as a longitudinal control at en angle of attack of 4' was 
usually increased moderately by increasing Mach number. 

Ames Aeronautical Laboratory 
National Advisory Committee for Aeronautics 

Moffett Field, Calff., Mar. 30,'1955 
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TABIS I.- FUSELAGE.COORDINATES 

listance from nose, 
iIl. 

0 

2% 
5.08 

lo,16 
20.31 
30.47 
39.44 
50.00 
60.00 
70.00 
76.00 
82.00 
88.00 
94.00 

100.00 
106.00 
126.00 _ 

IdHUB, 
in. 

0 
1.04 
1.57 
2.35 
3.36 

:I$ 
5-w 

55:: 

2*;: 
4:83 
4.61 
4.27 
3-77 
3003 
0 

11 
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TABLE II.- CCEUXECTIONS TO DATA 

ia) C orrections for constriction effects 

Corrected Uncorrected '&orrected 
Mach number Mach number &corrected 

Oa25 
.60 
970 

:g 
.86 
.aa 

0.250 
9599 
.W 
9793 
.821 
.84-B 
.866 
-3 
.a99 

1.003 
1.006 
1.007 
1.010 - 
1.012 
1.015 
1.017 
1.020 
1.024 

NACA RM A55C30a 

(b) Corrections for tunnel-wall interference 

AX= 0.455% 
NJ) = 0.00662@ 

@%ail off = KICLtail off 

AQmii on = KICJkail off - [ (QGail off - &) 21 

where: 
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, L 

Notes: 
(I) Wing sections perpendicular to the 

sweep axis have NACA 64A thick- 
ness distrlbutlons canblned wlth an 
NACA a = 0.6 (modlfled) mean line, 
cl,’ 0.4 1 

(2) Horlzontal tall sectlons perpentiulor 
to the sweep axls have NACA - m?Js 
0010 thickness dlstrlbutlons. 

(3) All dlmenstons In Inches and areas 
In square feet. 

A = 7.00 x = 0.4 
s=5.92 xp 0.5 
q= 1.05 v,- 0.497 

(a) Dimenaions 

Flgure l.- Geometry of the mcdel. 
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(b) Dietribution of Mst aa thichesa ratio. 

Figure L- Concluded. 
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Full-chord fence 

Partial-chord fences 

Figure 2.- Fence details. 
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A-19214 

Figure 3.- Photograph of the model. 

. 



.6 

Y2 

-.4 

0 Fences at 7=0.50 0 Fences at 7=0.50 

IYiiiiiiiiW’iiiiiiiiiiiiiiiii”iiii1 
-4 0 4 8 12 16 20 .I2 .08 ,04 0 -.04 708 -.I2 

a&g 0 .02 .04 .06 .08 .I0 .I2 
CD 

Cm 

Figure 4.- The effect of a single wing fence at vadous spanwise locations on the longitudinal 
characteristics of the wing-fuselage combination; M = 0,417, R =I 3,600,OOO. 
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cm 

Figure 5.- The effect of two fences at various sptmtise locations on the longikdinal chamcter- 
istice of the wing-fuselage mmbination; M = 0.417, R = 3,600,COO. 
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Figure 6.- The effect of three and four fences on the longitudinal characteristics of the ting- 
fuselane combination: M = 0.417. R 1 1.600.000. 
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Figure 7.- The effect of complete- and partial-chord fences on the longitudinal characteristics of 
the wing-fuselage combination; M = 0.417, R = 3,600,OOO. 
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